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Dear reader,

Publishing a new catalogue is an important 
moment in the life of a business.

This catalogue aims to satisfy your growing 
interest in our products, and to show the 
progress, dynamism and creativity of our 
business.

We’ve planned it to be lively and fun, re-
flecting our life style and our enthusiasm; 
we invite you on a voyage of discovery and 
wish you good reading.
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l’Entreprise

Based in the Rhône-Alpes region the AXIS design 

and conception team has been working in the luxury 

hearth sector for many years, and it’s this expertise 

that characterises AXIS hearths through their well 

finished aspect and neatness.
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Cadres design
les



Rusty
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Kenzy 

Flat wall metal concave mono-block designer frame 

Finish :
• Rusty steel

Oxidation of the metal is done individually by craftsmen; some differences in the 
finish may be seen.  After treatment the oxidation is stabilized. 

Shipped pre-mounted on the hearth.  Clip on installation – no tools required. 

Shown on the AX-H 1200 hearth



Inox brossé Black
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Kaya 

Flat wall metal rounded mono-block designer frame 

Finish :
• Rusty steel 
• Steel with intense black high temperature resistant paint 

Shipped pre-mounted on the hearth.  Clip on installation – no tools required. 

Shown on the AX-H 1200 hearth



Black
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Noé 

Flat wall metal mono-block designer frame

Finish :
• Steel with intense black high temperature resistant paint 

Shipped pre-mounted on the hearth.  Clip on installation – no tools 
required. 

Shown on the AX-H 1200 hearth



Black
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Emily 

Flat wall metal mono-block asymmetrical designer frame

Finish :
• Steel with intense black high temperature resistant paint
(Grey colour available on request)
 

Shipped pre-mounted on the hearth.  Clip on installation – no tools 
required 

Shown on the AX-H 1200 hearth



Black
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Dolma 

Flat wall metal mono-block offset designer frame

Finish :
• Steel with intense black high temperature resistant paint
(Grey colour available on request)
 

Shipped pre-mounted on the hearth.  Clip on installation – no tools 
required

Shown on the AX-H 1200 hearth



Black
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Lylia 3 

Flat wall metal mono-block designer frame

Finish :
• Steel with intense black high temperature resistant paint
(Grey colour available on request)

Shipped pre-mounted on the hearth.  Clip on installation – no tools 
required
 
Shown on the AX-H 1200 hearth



Black
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Lylia 10 

Flat wall metal mono-block designer frame

Finish :
• Steel with intense black high temperature resistant paint
(Grey colour available on request)
 

Shipped pre-mounted on the hearth.  Clip on installation – no tools 
required 
 

Shown on the AX-H 1200 hearth



BlackRusty

VLG - VLD 900

VLG - VLD FH 1200
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Designer frame 

Corner metal mono-block designer frame, wall fitted

Finish :
• Steel with intense black high temperature resistant paint
   (Grey colour available on request)
 
• Rusty steel

Oxidation of the metal is done individually by craftsmen; some differences in 
the finish may be seen.  After treatment the oxidation is stabilized. 

Shipped pre-mounted on the hearth.  Clip on installation – no tools required
3 or 4-sided versions

Shown on the AX-FH 1200 VLD hearth



BlackRusty

H 1200
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Design surround 

Flat wall metal mono-block designer frame, wall fitted

Finish :
• Steel with intense black high temperature resistant paint
   (Grey colour available on request)
 
• Rusty steel

Oxidation of the metal is done individually by craftsmen; some differences in the 
finish may be seen.  
After treatment the oxidation is stabilized. 

Shipped pre-mounted on the hearth.  Clip on installation – no tools required

3 or 4-sided versions
Shown on the AX-H 1200 hearth



BlackRusty

Z 800 I
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Design surround 

Flat wall metal mono-block designer frame, wall fitted

Finish :
• Steel with intense black high temperature resistant paint
   (Grey colour available on request)
 
• Rusty steel

Oxidation of the metal is done individually by craftsmen; some differences in 
the finish may be seen.  After treatment the oxidation is stabilized. 

Shipped pre-mounted on the hearth.  Clip on installation – no tools required
3 or 4-sided versions

Shown on the AX-Z 800 I hearth



BlackRusty

P 900

P 1100
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Design surround 

Flat wall metal mono-block designer frame, wall fitted

Finish :
• Steel with intense black high temperature resistant paint
   (Grey colour available on request)

• Rusty steel

Oxidation of the metal is done individually by craftsmen; some differences in 
the finish may be seen.  After treatment the oxidation is stabilized. 

Shipped pre-mounted on the hearth.  Clip on installation – no tools required
3 or 4-sided versions

Shown on the AX-P 900 hearth
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Alicia 

Réf : C01A20

Corner fireplace on a plinth

Polished Saint Roch stone. 

Shown with the AX-H 1600 hearth
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Cassandre 

Réf : C01C16

Flat wall fireplace on a plinth

Polished Saint Roch stone 

Shown with the AX-H 1600 hearth
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Blandine 

Réf : C01B12

Chased Flat wall fireplace 

CM3 metal frame with black paint.  Polished Saint Roch stone. 

Shown with the AX-H 1200 hearth
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Dalya 

Réf : C01D10

Flat wall fireplace on a plinth

Smooth white stone. 

Shown with the AX-3V 900 hearth
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Esther 

Réf : C01E06

Corner fireplace on a plinth

Smooth white stone and polished Saint Roch stone 

Shown with the AX-VLG 900 hearth
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Flavie 

Réf : C01F05

Chased Flat wall fireplace
Smooth white stone and Scandinavian grey marble 

Shown with the AX-F 1000 hearth
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Hanna 

Réf : C01H01

Flat wall fireplace on a plinth
Smooth Dordogne stone and Royal Cashmere granite 

Shown with the AX-3V 900 hearth
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Janna 

Réf : C01J03

Chased Flat wall fireplace 
Smooth Dordogne stone

Shown with the AX-F 1200 hearth
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Linda 

Réf : C01L08

Corner fireplace on a plinth
Smooth Dordogne stone 

Shown with the AX-VLD 900 hearth
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Mélody 

Réf : C01M16

Corner fireplace on a plinth
Smooth white stone and “New Black” black granite 

Shown with the AX-FH 1200 VLG hearth
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Nina 

Réf : C01N17

Chased Flat wall fireplace 
Overlay in smooth white stone 

Shown with the AX-F 1000 H hearth
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Salma 

Réf : C01S15

Corner fireplace on a plinth
Smooth white stone and mellowed Scandinavian grey marble 

Shown with the AX-FH 1200 VLD hearth
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Talia 

Réf : C01T07

Flat wall fireplace on a plinth
Smooth white stone and "New Black" black granite 

Shown with the AX-FH 1200 3V hearth
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Vanina 

Réf : C01V10

Double sided fireplace on a plinth
Smooth Dordogne stone

Shown with the AX-FH 1200 DF hearth
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Yuma 

Réf : C01Y01

Chased Flat wall fireplace

Overlay in polished concrete 

Shown with the AX-F 1000 H hearth
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Odessa 

Réf : C01O04

Chased Flat wall fireplace 

Sanded Scandinavian grey marble with black granite incrustation. 

Shown with the AX-H 1400 hearth
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Vicky 

Réf : C03V08

Chased Flat wall fireplace

Mellowed Scandinavian grey marble 

Shown with the AX-H 1400 hearth
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Maddy 

Réf : C03M20

3 sided fireplace on a plinth

Smooth white stone.  Bench in mellowed scandinavian grey marble. 

Shown with the AX-EPI 950 hearth
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Mélika 

Réf : C03M21

Chased Flat wall fireplace

Smooth white stone. Bench in mellowed scandinavian grey 
marble. 

Shown with the AX-EPI 950 hearth
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Nerys 

Réf : C02N08

Angle fireplace on a plinth

Smooth Lika stone.  Plinth of hand-made red brick. 

Shown with the AX-VLG 900 hearth
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XS 01 

Metal Designer Stoves

Air intake directly connectable to the outside.

Stainless steel decorative band 
3 Colours :
• RAL black 9005 - RAL ivory 1013 - RAL chocolate 8017 

Shown with the F800H hearth 
 
Power : 6-9 kW - Efficiency : 78% - CO emissions : 0,19% 
Smoke exit : Ø 180 - External air intake : Ø 80 
Log lenght : 50 cm - Weight : 250kg
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XS 02 

Metal Designer Stoves

Air intake directly connectable to the outside.

Stainless steel decorative band 
3 Colours :
• RAL black 9005 - RAL ivory 1013 - RAL chocolate 8017 

Shown with the F800H hearth 
 
Power : 6-9 kW - Efficiency : 78% - CO emissions : 0,19% 
Smoke exit : Ø 180 - External air intake : Ø 80 
Log lenght : 50 cm - Weight : 250kg
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XS 03 

Metal Designer Stoves

Air intake directly connectable to the outside.

Stainless steel decorative band 
3 Colours :
• RAL black 9005 - RAL ivory 1013 - RAL chocolate 8017 

Shown with the F800H hearth 
 
Power : 6-9 kW - Efficiency : 78% - CO emissions : 0,19% 
Smoke exit : Ø 180 - External air intake : Ø 80 
Log lenght : 50 cm - Weight : 250kg
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La double combustion

All Axis hearths are equipped with post 
combustion.

The principal is to inject oxygen at a 
certain height in order to provoke the 
combustion of gases before their eva-
cuation into the atmosphere.

The advantages are as follows:

• Complete and clean combustion

• Less CO and CO2 emissions

• Longer lasting fire

• Clean bricks and windows 
(wood at 15% humidity)

•Intermittent burning appliances for 
burning wood, certified 
NF classes G1 - H1.
Individual technical data sheet for each 
model is available on 
request.

TRIPLE WALLED HEARTHS

• Refractory for heat conservation (EN ISO 9002)

• Firebox for heat exchange (EN 10111)

• Convection lining for heat transmission (EN 10025)

Post Combustion
according to AXIS

Concept applied to 
the whole range

Les foyers verts®

Exhaust smoke

Protective surround 
for raised door

Transversal heat 
exchange

Fixed thermal deflector

Primary deflector

Post-combustion effect

Air of Post-combustion
(oxygène)

Hearth body

Primary combustion

Fender

Refractory bricks

Combustion and convection 
air from exterior

Convection air 
from interior

Controlled 
combustion air 
inlet

H
ea

tin
g 

ra
di

at
io

n

Tertiary air
(Air wash)

Air heated by
convection

Smoke
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F 800 H
foyers de face

Lifting and front opening doorProtective surround for raised door
Convection lining

Moveable and detachable air inlets in base frame
Removable feet

Fire basket 
Ø 80 external connection to supply combustion and 

post combustion air
Double door locker 

Burn rate control integrated in the façade of the hearth

AX-F 800 H 

Post-combustion
Log length 50 cm 
Power  : 6 à 9 kW  
Efficiency : 78% 
CO emmissions : 0,19% 
Smoke exit Ø180

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint 
• WS Black printed glass

In or Outside connection for 
combustion and pos com-

bustion air intake Ø 80

AX-F  800 H 

4 hot air outlets Ø 125 
Weight : 250 kg
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F 1000 - F 1000 H
foyers de face

Lifting and front opening doorProtective surround for raised 
door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket

AX-F 1000 

EN 13229 
Post-combustion
Log length 75 cm 
Power : 10,5 à 15 kW 
Efficiency : 72% 
CO : 0,05% 
Smoke exit : Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint

AX-F 1000 H 

EN 13229 
Post-combustion
Log length 75 cm 
Power : 10,5 à 15 kW 
Efficiency : 72% 
CO : 0,05% 
Smoke exit Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint 
• WS Black printed glass

AX-F 1000 

sorties d’air chaud Ø 125 
Poids : 320 kg

AX-F 1000 H 

4 hot air outlets Ø 125 
Weight : 300 kg
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F 1200 - H 1200
foyers de face

Lifting and front opening doorProtective surround for raised 
door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket

AX-F 1200

EN 13229 
Post-combustion
Log length90 cm 
Power : 12 à 17 kW 
Efficiency : 72,30% 
CO : 0,11% 
Smoke exit Ø 280

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint

AX-H 1200

EN 13229 
Post-combustion
Log length90 cm 
Power : 12 à 17 kW 
Efficiency : 72,30% 
CO : 0,11% 
Smoke exit Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint 
• WS Black printed glass

AX-F 1200 

sorties d’air chaud Ø 125 
Poids : 450 kg

AX-H 1200  

4 hot air outlets Ø 125 
Weight : 400 kg
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F 1400 - H 1400
foyers de face

Lifting and front opening doorProtective surround for raised 
door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket

AX-F 1400

EN 13229 
Post-combustion
Log length100 cm 
Power : 13 à 19 kW 
Efficiency : 72,30% 
CO : 0,11% 
Smoke exit Ø 300

  Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint

AX-H 1400

EN 13229 
Post-combustion
Log length100 cm 
Power : 13 à 19 kW 
Efficiency : 72,30% 
CO : 0,11% 
Smoke exit Ø 300

  Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint 
• WS Black printed glass

AX-F 1400 

sorties d’air chaud Ø 125 
Poids : 700 kg

AX-H 1400  

4 hot air outlets  Ø 125 
Weight: 680 kg
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H 1600
foyers de face

Lifting and front opening doorProtective sur-
round for raised door

Convection lining
Moveable and detachable air inlets in base 

frame
Removable feet

Fire basket 
Ø 80 external connection to supply combus-

tion and 
post combustion air
Double door locker 

Burn rate control integrated in the façade of 
the hearth

AX-H 1600

EN 13229 
Post-combustion
Log length 120 cm 
Power : 13 à 19 kW 
efficiency : 73% 
CO : 0,22% 
Smoke exit Ø 300

  Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint 
• WS Black printed glass

grey bricks

AX-H 1600  

6 hot air outlets  Ø 125 
Weight: 480 kg



Vitre pliée
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VLG 900 - VLD 900
foyers d'angle

Lifting and front opening doorProtective surround for 
raised door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket 

AX-VLG 900

EN 13229 
Post-combustion
Log length : 70 cm 
Power : 9 à 13 kW 
Efficiency : 74,25% 
CO : 0,11% 
Smoke exit Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-VLD 900

EN 13229 
Post-combustion
Log length : 70 cm 
Power : 9 à 13 kW 
Efficiency : 74,25% 
CO : 0,11% 
Smoke exit Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-VLG - VLD 900 

4 hot air outlets Ø 125 
Weight : 330 kg   
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VLG 1200 - VLD 1200
foyers d'angle

Lifting and front opening doorProtective 
surround for raised door

Convection lining
Moveable and detachable air inlets in 

base frame
Removable feet

Fire basket 
AX-VLG 1200

EN 13229 
Post-combustion
Log length : 90 cm 
Power : 12 à 17 kW 
Efficiency : 72,30% 
CO : 0,11% 
Smoke exit Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint

AX-VLD 1200

EN 13229 
Post-combustion
Log length : 90 cm 
Power : 12 à 17 kW 
Efficiency : 72,30% 
CO : 0,11% 
Smoke exit Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-VLG - VLD 1200 

4 hot air outlets Ø 125 
Weight : 400 kg
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3 V 900 - FH 1200 3V
foyer 3 côtés

Lifting and front opening doorProtective surround for 
raised door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket AX-3V 900

EN 13229 
Post-combustion
Log lenght : 75 cm 
Poyer : 9 à 13 kW 
Efficiencz : 74,25% 
CO : 0,11% 
Smoke exit Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint

AX-FH 1200 3V

EN 13229 
Post-combustion
Log lenght : 90 cm 
Power : 12 à 17 kW 
Efficiency : 72,30% 
CO : 0,11% 
Smoke exit Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-3V 900 

4 hot air outlets Ø 125 
Weight : 320 kg

AX-FH 1200 3V 

4 hot air outlets Ø 125 
Weight : 400 kg
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DF 1000 - DF 1000 H
foyers double face

Lifting and front opening doorProtective surround for 
raised door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket 

AX-DF 1000

EN 13229 
Post-combustion
Log lenght : 75 cm 
Power : 10,5 à 15 kW 
Efficiency: 72% 
CO : 0,05% 
Smoke exit Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-DF 1000 H

EN 13229 
Post-combustion
Bûches : 75 cm 
Puissance : 10,5 à 15 kW 
Rendement : 72% 
CO : 0,05% 
Sortie Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint
• WS Black printed glass

AX-DF 1000 

4 hot air outlets Ø 125 
Weight : 330 kg

AX-DF 1000 H 

4 hot air outlets Ø 125 
Weight : 295 kg
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FH 1200 DF - FH 1600 DF
foyers double face

Lifting and front opening doorProtective surround for 
raised door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket 

AX-FH 1200 DF

EN 13229 
Post-combustion
Log lenght : 90 cm 
Power : 12 à 17 kW 
Efficiency : 72,30% 
CO : 0,11% 
Smoke exit Ø 250

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint
• WS Black printed glass

AX-FH 1600 DF

EN 13229 
Post-combustion
Log lenght: 120 cm 
Power : 13 à 19 kW 
Efficiency: 73% 
CO : 0,22% 
Smoke exit Ø 300

Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint
• WS Black printed glass

AX-FH 1200 DF 

4 hot air outlets Ø 125 
Weight : 400 kg

AX-FH 1600 DF 

6 air hot outlets Ø 125 
Weight : 470 kg
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EPI 950
foyer 3 côtés

Lifting and front opening doorProtective surround for 
raised door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket 

AX-EPI 950

EN 13229 
Post-combustion
Log lenght: 75 cm 
Power : 7 à 10 kW 
Efficiency: 71,30% 
CO : 0,14% 
Smoke exit Ø 280

  Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-EPI 950 

4 hot air outlets Ø 125 
Weight : 350 kg
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F 800 I - F 800 B
foyers de face

Lifting and front opening doorProtective surround for 
raised door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket 

AX-F 800 I

EN 13229 
Post-combustion
Log lenght : 50 cm 
Power : 6 à 9 kW 
efficiency : 72% 
CO : 0,14% 
Smoke exit Ø 200

    Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-F 800 B

EN 13229 
Post-combustion
Log lenght : 50 cm 
Power : 7 à 10 kW 
Efficiency : 72% 
CO : 0,14% 
Smoke exit Ø 200

      Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-F 800 I 

4 hot air outlets Ø 125 
Weight: 260 kg

AX-F 800 B 

4 hot air outlets Ø 125 
Wetht : 260 kg
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 Z 800 I - Z 800 B
foyers de face

Lifting and front opening doorProtective surround for 
raised door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket AX-Z 800 I

EN 13229 
Post-combustion
Log lenght : 50 cm 
Power : 7 à 10 kW 
Efficiency : 72% 
CO : 0,14% 
Smoke exit Ø 230

  Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint
• WS Black printed glass

AX-Z 800 B

EN 13229 
Post-combustion
Log lenght : 50 cm 
Power : 7 à 10 kW 
Efficiency : 72% 
CO : 0,14% 
Smoke exit Ø 230

  Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-Z 800 I 

4 hot air outlets Ø 125 
Weight : 350 kg

AX-Z 800 B 

4 hot air outlets Ø 125 
Weight : 350 kg
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B 900 - B 1100
foyers de face

Lifting and front opening doorProtective surround for 
raised door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket 

AX-B 900

EN 13229 
Post-combustion
Log lenght : 55 cm 
Power : 9 à 13 kW 
Efficiency : 74,25% 
CO : 0,11% 
Smoke exit Ø 230

   Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-B 1100

EN 13229 
Post-combustion
Log lenght : 75 cm 
Power : 10,5 à 15 kW 
Efficiency : 72% 
CO : 0,05% 
Smoke exit Ø 250

   Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-B 900 

4 hot air outlets Ø 125 
Weight : 260 kg

AX-B 1100 

4  hot air outlets Ø 125 
Weight : 330 kg
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R 180
foyer de face 1/2 rond

Lifting and front opening doorProtective surround for 
raised door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket 

AX-R 180

EN 13229 
Post-combustion
Log lenght : 75 cm 
Power : 7 à 10 kW 
Efficiency: 61% 
CO : 0,08% 
Smoke exit Ø 250

     Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high 
temperature resistant paint

AX-R 180 

4 hot air outlets Ø 125 
Weight : 285 kg
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P 900 - P 1100
foyers de face prisme

Lifting and front opening doorProtective surround for 
raised door

Convection lining
Moveable and detachable air inlets in base frame

Removable feet
Fire basket 

AX-P 900

EN 13229 
Post-combustion
Log lenght : 55 cm 
Power : 9 à 13 kW 
Efficiency : 74,25% 
CO : 0,11% 
Smoke exit Ø 230

       Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint

AX-P 1100

EN 13229 
Post-combustion
Log lenght : 75 cm 
Power : 10,5 à 15 kW 
Efficiency : 72% 
CO : 0,05% 
Smoke exit Ø 250

       Options :
• Chroma door
• Brass door 
• Grey or dark bricks 
• Grey or Intense black high temperature 
resistant paint 

AX-P 900 

4 hot air outlets Ø 125 
Weight : 260 kg

AX-P1100 

4 hot air outlets Ø 125 
Weight : 330 kg
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WS Black
finitions vitres sérigraphiées

AX H 1400  
WS black  13 - 19 kW

AX H 1200  
WS black  12 - 17 kW

AX F 1000 H 
WS black  10,5 - 15 kW

AX DF 1000 H  
WS black  10,5 - 15 kW

AX FH  1200 DF 
WS black  12 - 17 kW

WS BLACK PRINTED GLASS*

Intense black paint available on the whole range
*available on some models only, 

see current price list
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Finition des portes

Available on some models only, 
see current price list

Cast Iron finish

Intense Black finish

Chrome finish

WS Intense Black finish

Brass finish

External glass covering the door frame
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Composants techniques
HIGH TECH TECHNICAL COMPONENTS 

Safety – Silence - Reliability
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Fiabilité - Sécurité

Leg of the hearthDoor Guiding mechanism 

is equipped with high temperature resistant rollers 
and bearings

With high temperature resistant slide and bearings With adjustable feet to guarantee the stability 
of the hearth

The door lifting mechanism 

High-tech base frame

Allowing the hearth to be placed directly on the floor or a plinth, includes 
convection air intakes through detachable and moveable closures

Base of the door

The technical design allows integration of a stone plate using 
different methods: edge to edge or under to base of the door
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Chauffage efficace écologique

Particle emission : 16 mg/Nm3  (test result : foyer VL 900 - 13 Kw - sourcing TD 4095 - CTIF)

Evolution of levels of CO at 13% d’O2

Times (s) 
CO emission : 0,11%

Evolution of efficiency

Times (s) 
Efficiency : 74,25%

Evolution of smoke temperature

Times (s) 
Average smoke temperature : 248°C

COMBUSTION CHAMBER 

GUARANTEED 10 YEAR*

HIGHT RESISTANCE REFRACTORY BRICKS (1350°C)

These insure, by their design :
accumulation, transmission and continous redistribution of heat over a period 
greatly superior to the duration of the fire (ISO 9002)

Period of heat redistribution equal to the 
time taken for that temperature to be 
realised
*Détails and conditions on guarantee certificate provided 
with each hearth or on request.

Dark bricks

Grey bricks



63

FOYERS DESIGNATIONS REFERENCESFOYERS DESIGNATIONS REFERENCES

Tableau des références cadres métal

Chauffage efficace écologique

	 3 côtés noir (black)	 CM3F800IP100N
	 3 côtés rouille (rusty)	 CM3F800IP100R
	 4 côtés noir (black)	 CM4F800IP100N
	 4 côtés rouille (rusty)	 CM4F800IP100R
	 3 côtés noir (black)	 CM3F800HP100N
	 3 côtés rouille (rusty)	 CM3F800HP100R
	 4 côtés noir (black)	 CM4F800HP100N
	 4 côtés rouille (rusty)	 CM4F800HP100R
	 3 côtés noir (black)	 CM3F1200P100N
	 3 côtés rouille (rusty)	 CM3F1200P100R
	 4 côtés rouille (black)	 CM4F1200P100N
	 4 côtés rouille (rusty)	 CM4F1200P100R

F 800 I 
prof. 

100mm

F 800 H          
prof. 

100mm

F 1200 
prof. 

100mm

	 3 côtés noir (black)	 CM3P1100P100N
	 3 côtés rouille (rusty)	 CM3P1100P100R
	 4 côtés rouille (black)	 CM4P1100P100N
	 4 côtés rouille (rusty)	 CM4P1100P100R
	 3 côtés noir (black)	 CM3VLG900P100N
	 3 côtés rouille (black)	 CM3VLG900P100R
	 4 côtés rouille (black)	 CM4VLG900P100N
	 4 côtés rouille (rusty)	 CM4VLG900P100R
	 3 côtés noir (black)	 CM3VLD900P100N
	 3 côtés rouille (black)	 CM3VLD900P100R
	 4 côtés rouille (black)	 CM4VLD900P100N
	 4 côtés rouille (rusty)	 CM4VLD900P100

F 1400 
prof. 

100mm

Z 800 I 
prof. 

100mm

P 900 
prof. 

100mm

Member of 
FLAMME VERTE

• 3 et 4 sides 
• 3 finishes : 	Intense Black
	 Naturally rusty
	 Cast iron grey

Profondeur 
100 mm

Profondeur 
100 mm

60 mm

EXCEPTIONAL RESULTS :
 
• Complete and clean combustion 
• CO and particle emissions reduced to the minimum 
• Functions without electrical assistance through natural thermo circulation.
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FOYERS DESIGNATIONS REFERENCESFOYERS DESIGNATIONS REFERENCES

	 Lylia 3 - H1200  NOIR	 Lylia 3 - H1200-N
	 Lylia 3 - H1400  NOIR	 Lylia 3 - H1400-N
	 Lylia 3 - F1000H NOIR	 Lylia 3 - F1000H-N
	 Lylia 3 - DF1000H NOIR	 Lylia 3 - DF1000H-N
	 Lylia 3 - Z800I  NOIR	 Lylia 3 - Z800I-N
	 Lylia 3 - VLD900  NOIR	 Lylia 3 - VLD900-N
	 Lylia 3 - VLG900  NOIR	 Lylia 3 - VLG900-N
	 Lylia 3 - FH1200VLD NOIR	 Lylia 3 - FH1200VLD-N
	 Lylia 3 - FH1200VLG NOIR	 Lylia 3 - FH1200VLG-N
	 Lylia 10 - H1200  NOIR	 Lylia 10 - H1200-N
	 Lylia 10 - H1400  NOIR	 Lylia 10 - H1400-N
	 Lylia 10 - F1000H NOIR	 Lylia 10 - F1000H-N
	 Lylia 10 - DF1000H NOIR	 Lylia 10 - DF1000H-N
	 Lylia 10 - Z800I  NOIR	 Lylia 10- Z800I-N
	 Lylia 10 - VLD900  NOIR	 Lylia 10 - VLD900-N
	 Lylia 10 - VLG900  NOIR	 Lylia 10 - VLG900-N
	 Lylia 10 - FH1200VLD NOIR	 Lylia 10 - FH1200VLD-N
	 Lylia 10 - FH1200VLG NOIR	 Lylia 10 - FH1200VLG-N
	 Dolma - H1200  NOIR	 Dolma - H1200-N
	 Dolma - H1400  NOIR	 Dolma - H1400-N
	 Dolma - F1000H NOIR	 Dolma - F1000H-N
	 Dolma - DF1000H NOIR	 Dolma - DF1000H-N
	 Dolma - Z800I  NOIR	 Dolma - Z800I-N

LYLIA 3

CADRES COMPATIBILITE FOYER REFERENCES

LYLIA 10

DOLMA

	 Kenzy - H1200  ROUILLE	 Kenzy - H1200-N
	 Kenzy - H1400  ROUILLE	 Kenzy - H1400-N
	 Kenzy - F1000H ROUILLE	 Kenzy - F1000H-N
	 Kenzy - DF1000H ROUILLE	 Kenzy - DF1000H-N
	 Kenzy- Z800I  ROUILLE	 Kenzy - Z800I-N
	 Emily - H1200  NOIR	 Emily - H1200-N
	 Emily  - H1400  NOIR	 Emily - H1400-N
	 Emily  - F1000H NOIR	 Emily - F1000H-N
	 Emily  - DF1000H NOIR	 Emily - DF1000H-N
	 Emily  - Z800I  NOIR	 Emily - Z800I-N
	 Noé - H1200  NOIR	 Noé - H1200-N
	 Noé - H1400  NOIR	 Noé - H1400-N
	 Noé - F1000H NOIR	 Noé - F1000H-N
	 Noé - DF1000H NOIR	 Noé - DF1000H-N
	 Noé - Z800I  NOIR	 Noé - Z800I-N
	 Kaya - H1200  NOIR	 Kaya - H1200-N
	 Kaya - H1400  NOIR	 Kaya - H1400-N
	 Kaya - F1000H NOIR	 Kaya - F1000H-N
	 Kaya - DF1000H NOIR	 Kaya - DF1000H-N
	 Kaya - Z800I  NOIR	 Kaya - Z800I-N
	 Kaya - H1200  INOX	 Kaya - H1200-I
	 Kaya - H1400  INOX	 Kaya - H1400-I
	 Kaya - F1000H INOX	 Kaya - F1000H-I
	 Kaya - DF1000H INOX	 Kaya - DF1000H-I
	 Kaya - Z800I  INOX	 Kaya - Z800I-I

KENZY

EMILY

NOE

KAYA NOIR

KAYA INOX

CADRES COMPATIBILITE FOYER REFERENCES

	 3 côtés noir (black)	 CM3P1100P100N
	 3 côtés rouille (rusty)	 CM3P1100P100R
	 4 côtés rouille (black)	 CM4P1100P100N
	 4 côtés rouille (rusty)	 CM4P1100P100R
	 3 côtés noir (black)	 CM3VLG900P100N
	 3 côtés rouille (black)	 CM3VLG900P100R
	 4 côtés rouille (black)	 CM4VLG900P100N
	 4 côtés rouille (rusty)	 CM4VLG900P100R
	 3 côtés noir (black)	 CM3VLD900P100N
	 3 côtés rouille (black)	 CM3VLD900P100R
	 4 côtés rouille (black)	 CM4VLD900P100N
	 4 côtés rouille (rusty)	 CM4VLD900P100
	 3 côtés noir (black)	 CM3DF1000P100N
	 3 côtés rouille (black)	 CM3DF1000P100R
	 4 côtés rouille (black)	 CM4DF1000P100N
	 4 côtés rouille (rusty)	 CM4DF1000P100R	
	 3 côtés noir (black)	 CM3FH1200VLGP100N
	 3 côtés rouille (rusty)	 CM3FH1200VLGP100R
	 4 côtés noir (black)	 CM4FH1200VLGP100N
	 4 côtés rouille (rusty)	 CM4FH1200VLGP100R
	 3 côtés noir (black)	 CM3FH1200VLDP100N
	 3 côtés rouille (rusty)	 CM3FH1200VLDP100R
	 4 côtés noir (black)	 CM4FH1200VLDP100N
	 4 côtés rouille (rusty)	 CM4FH1200VLDP100R
	 3 côtés noir (black)	 CM3DF1000HP100N
	 3 côtés rouille (rusty)	 CM3DF1000HP100R
	 4 côtés rouille (black)	 CM4DF1000HP100N
	 4 côtés rouille (rusty)	 CM4DF1000HP100R

DF 1000 
prof. 

100mm

P 1100 
prof. 

100mm

VLG 900 
prof. 

100mm

VLD 900 
prof. 

100mm

FH 1200 VLG 
prof. 

100mm

FH 1200 VLD 
prof. 

100mm

DF 1000 H 
prof. 

100mm

	 3 côtés noir (black)	 CM3FH1200DFP100N
	 3 côtés rouille (rusty)	 CM3FH1200DFP100R
	 4 côtés rouille (black)	 CM4FH1200DFP100N
	 4 côtés rouille (rusty)	 CM4FH1200DFP100R
	 3 côtés noir (black)	 CM3F1000HP60N
	 3 côtés rouille (rusty)	 CM3F1000HP60R
	 4 côtés rouille (black)	 CM4F1000HP60N
	 4 côtés rouille (rusty)	 CM4F1000HP100R
	 3 côtés noir (black)	 CM3H1200P100N
	 3 côtés rouille (rusty)	 CM3H1200P100R
	 4 côtés rouille (black)	 CM4H1200P100N
	 4 côtés rouille (rusty)	 CM4H1200P100R
	 3 côtés noir (black)	 CM3H1400P100N
	 3 côtés rouille (rusty)	 CM3H1400P100R
	 4 côtés rouille (black)	 CM4H1400P100N
	 4 côtés rouille (rusty)	 CM4H1400 P100R
	 3 côtés noir (black)	 CM3H1600P100N
	 3 côtés rouille (rusty)	 CM3H1600P100R
	 4 côtés rouille (black)	 CM4H1600P100N
	 4 côtés rouille (rusty)	 CM4H1600 P100R
	 3 côtés noir (black)	 CM3H1600P100N
	 3 côtés rouille (rusty)	 CM3H1600P100R
	 4 côtés rouille (black)	 CM4H1600P100N
	 4 côtés rouille (rusty)	 CM4H1600 P100R

FH 1200 DF 
prof. 

100mm

F 1000 H 
prof. 

100mm

H 1200 
prof. 

100mm

H 1400 
prof. 

100mm

H 1600 
prof. 

100mm
H 1600 DF 

prof. 
100mm

IMPORTANT RECOMMENDATIONS : The hearths reach a high temperature.  The installation of the hearth must be done in accordance with technical requirements, in particular 
in regard to the distances required from inflammable materials.  The manufacturer’s responsibility is limited to the specific guarantee on the different parts of the hearth.  The 
installation of the hearth must conform to the specifications in the installation document which is provided with each hearth.
These hearths conform to European standard EN 13229






